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Anwendungsvergleich EinScan-Pro & Pro+
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Empfohlene Verwendung des EinScan-Pro: Empfohlene Verwendung des EinScan-Pro+:
Ausgewogene Leistung jedes Scan-Modus, Schwerpunkt starker auf ~ Verbesserte Handscan-Funktionen zum schnelleren Abgleich der Scan-
kleinen Objektdetails des Scans. Modellierung groRerer Objekte (mehr als 1000 mm);
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EinScan-Pro & Pro+

Genauigkeitstests

(“*” refers to the competitor’s structured light handheld
scanner with a much higher Manufacturer’s Suggested

Retail Price)

Mit
. . Mit "Pro+" A ich . i i
Scanner-Konfiguration Istwert (mm) £ o b!m,e.lc ur,‘,g Konkurrenzgerat Abweichung m't*
gemessene mit "Pro+ . Konkurrenzgerat
gemessen
HD-Handscan 500.170345 0.037245 -- --
Schneller Handscan (mit
. 500.212351 0.098551 500.186383 0.072583
Markierungspunkten) 500.1331
SEUUALOF LT S (STl 500.260717 0.146917 500.364961 0.251161

Markierungspunkte)
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Vergleich EinScan-Pro / EinScan-Pro+

Scan Mode
Single Shot Accuracy

Scan Speed

Point Distance

Recommended Size of
Scanned Object

Align Mode

Texture Scan

Outdoor Operation

Special Scan Object

Single Scan Range

Light Source

Printable Data Output

File Format

Tumntable Loading Capacity
Scan Head Weight

OS System Support

Sharing to Sketchfab
Display Card

EinScan-Pro
Handheld HD Scan Handheld Rapid Scan Automatic Scan Fixed Scan
0.1 mm 0.3 mm 0.05 mm 0.05 mm
151ps 10fps Singlescan:<2s Singlescan: <2s
0.2-2 mm 0.5-2 mm 0.16 mm 0.16 mm
30-4000 mm 150-4000 mm 30-150 mm 30-4000 mm
Markers Feature, Markers, Feature, Markers,
Markers (Optional) * Tumtable,Manual, Feature,
Tumtable coded targets  Manual align
No Yes (With purchase Yes (With purchase Yes (With purchase
of Color Pack) of Color Pack) of Color Pack)

No (Avoid direct sunlight)
For a transparent, reflective or dark object, please spray powder before scanning.
210x150 mm
White light LED
Yes
OBJ, STL, ASC, PLY
5kg

0.8kg

Windows 7, 8 or 10, 64 bits

Yes

NVIDIA GTX660, or higher, Display memory : > 2G,
Processor: |15 or higher, Memory Storage: 8G or more.

Model
Scan Mode
Single Shot Accuracy

Scan Speed

Point Distance

Recommended Size of
Scanned Object

Align Mode

Texture Scan

Qutdoor Operation

Special Scan Object

Single Scan Range

Light Source

Printable Data Output

File Format

Tumntable Loading Capacity
Scan Head Weight

OS System Support

Sharing to Sketchfab
Display Card

EinScan-Pro+
Handheld HD Scan Handheld Rapid Scan  Automatic Scan Fixed Scan
0.1 mm 0.3 mm 0.05 mm 0.05 mm
550,000 points/sec 450,000 points/sec Single scan:<2s Single scan: <2 s
0.2-3 mm 0.7-3 mm 0.24 mm 0.24 mm
100-4000 mm 150-4000 mm 50-150 mm 50-4000 mm
Markers Feature, Markers, Feature, Markers,
Markers Tumtable Manual, Feature,
Tumtable coded targets Manual align
No Yes (With purchase Yes (With purchase Yes (With purchase
of Color Pack) of Color Pack) of Color Pack)

No (Avoid direct sunlight)
For a transparent, reflective or dark object, please spray powder before scanning.
300x170 mm
White light LED
Yes
OBJ, STL, ASC, PLY
5kg
0.8 kg
Windows 7, 8 or 10, 64 bits

Yes

NVIDIA GTX660, or higher, Display memory : = 2G,
Processor: 15 or higher, Memory Storage: 8G or more.

* Available when Rapid Registration Module is added.
(Note: A shaded area is required, when scanning outdoors)
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Parametervergleich EinScan-Pro & Pro+
-M

Pro+ Pro+ Pro+ Pro+

Scangesc ol < sindl < singl < singl <
hwindigk °SMd'© scan = Singie scan < singie scan = Singie scan 15frames/s  550,000dots/s  10frames/s  450,000dots/s

" 2s 2s 2s 2s
el
:;‘]gktabs’t 0.16mm 0.24mm 0.16mm 0.24mm 0.2-3mm 0.5-3mm 0.5-3mm 0.7-3mm
Einzelsca . . . . . . . .
abereich 210*150mm 300*170mm 210*150mm 300*170mm 210*150mm 300*170mm 210*150mm 300*170mm

e Beim EinScan-Pro+ ist der Einzelscanbereich 1,6-mal groBer und der Mindestpunktabstand 1,5-mal grél3er als beim EinScan-Pro;

e Beim EinScan-Pro+ ist die Effizienz des Handscans beim Scannen grof8er und mittelgroRer Objekte (mehr als 1000 mm) besser
als beim EinScan-Pro;

* Der EinScan-Pro kann Modelldetails beim automatischen und festen Scan besser erfassen, wodurch er zum Scannen kleiner
Objekte besser geeignet ist als der EinScan-Pro+.
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Anwendungsvergleich EinScan-Pro & Pro+
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Luftfahrt, Automobil,
Bauteile, Werkzeuge,
Elektronik etc.

Entwicklung neuer Produkte,

Konstruktionsanderung,
digitale Archivierung

I

Digitale 3D- Orthopéadie,Schénhei
Archivierung von tskorrekturen;
Altertimern, medizinische
Restaurierung, Forschung, digitale
digitale Kunst, Erfassung in der

Ausbesserung von Rehabilitation
Skulpturen,

Reproduktion,

virtuelle Darstellung

N
)

-
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o—
Verbreitung der STEM- Hochwertige
Ausbildung in 3D- Konsumgdter,
Technologie in individuelle Anpassung
Grundschulen und wie z. B. bei
weiterfiihrenden Schulen; Sportschuhen,
Zusatzausbildung in Kopfhérern,
Hochschulwesen und Modeartikeln ...
Forschung
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